Accessible Toilet Stalls
Where public toilet rooms are provided, disability access laws state that accessible toilet stalls must be included. It is important to include access features that comply strictly with the regulations, as even small deviations can cause problems with use and safety. 



WAC 51-40 Washington State Building Code

1106.11 Bathrooms, Toilet Rooms, Bathing Facilities and Shower Rooms. 

1106.11.1 General. Bathrooms, toilet rooms, bathing facilities, and shower rooms shall be designed in accordance with this section.

1106.11.2 Unobstructed floor space. An unobstructed floor space shall be provided within bathrooms, toilet rooms, bathing facilities and shower rooms of sufficient size to inscribe a circle of diameter not less than 60 inches. Doors in any position may encroach into this space by not more than 12 inches. The clear floor space at fixtures, the accessible route of travel and the unobstructed floor space may overlap.

1106.11.3 Wheelchair accessible toilet stalls.
1106.11.3.1 Dimensions. Wheelchair accessible toilet stalls shall be at least 60 inches in width. Where wall-hung water closets are installed, the depth of the stall shall be not less than 56 inches. Where floor-mounted water closets are installed, the depth of the stall shall be not less than 59 inches. Entry to the compartment shall have a clear width of 32 inches. Toilet stall doors shall not swing into the clear floor space required for any fixture. Except for door swing, a clear unobstructed access not less than 48 inches in width shall be provided to toilet stalls. 

1106.11.3.3 Door Hardware. Doors of accessible toilet stalls should comply with Section 1106.3.

1106.11.4 Ambulatory accessible toilet stalls. Ambulatory accessible toilet stalls should be at least 36 inches (915mm) in width, with an outward swinging, self-closing door. Grab bars shall be installed on each side of the toilet stall and shall comply with Sections 1106.11.5.3 and 1106.11.11.
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1106.11.5.1 Clear floor space. The lateral distance from the center line of the water closet to the nearest obstruction, excluding grab bars, shall be 18 inches (455 mm) on one side, 42 inches (1065 mm) on the other side. In other than stalls, a clear floor space of not less than 32 inches (815 mm), measured perpendicular to the wall on which the water closet is mounted, shall be provided in front of the water closet.

1106.11.5.2 Height. The height of the water closets shall be a minimum of 17 inches (430 mm) and a maximum of 19 inches (485 mm) measured to the top of the seat. Seats shall not be sprung to return to a lifted position.

1106.11.5.3 Grab bars. Grab bars shall be installed at one side and at the back of the water closet. The top of grab bars shall not be less than 33 inches (840 mm) and not more than 36 inches (915 mm) above and parallel to the floor. Grab bars located at the side shall be a minimum of 42 inches (1065 mm) in length located not more than 12 inches (305 mm) from the rear wall and extending at least 54 inches (1370 mm) from the rear wall. Grab bars located at the back shall be a minimum of 36 inches (915 mm) in length and shall extend at least 12 inches (305 mm) beyond the center of the water closet toward the side wall and at least 24 inches (610 mm) toward the open side of the water closet. Grab bars located at the back shall be mounted not more than 9 inches (230 mm) behind the water closet seat.
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Grab bar height: 33" - 36"
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1106.11.5.4 Flush controls. Flush controls shall be mounted for use from the wide side of the water closet area and not more than 44 inches (1118 mm) above the floor.

1106.11.5.5 Dispensers and receptacles. Toilet paper and other dispensers or receptacles shall be installed within easy reach of the water closet, and shall not interfere with grab bar utilization.

1106.11.6 Urinals. A clear floor space measuring 30 inches (760 mm) in width by 48 inches (1220 mm) in depth shall be provided in front of the urinals to allow for forward approach. Urinal shields shall have a clear space between them of not less than 29 inches (737 mm) and shall not extend farther than the front edge of the urinal rim. Urinals shall be stall-type or wall-hung with an elongated rim at a maximum of 17 inches (430 mm) above the floor. Flush controls shall be mounted not more than 44 inches (1118 mm) above the floor.

1106.11.7 Lavatories and sinks.
1106.11.7.1 Clear floor space. A clear floor space not less than 30 inches (760 mm) in width by 48 inches (1220 mm) in depth shall be provided in front of lavatories and sinks to allow a forward approach. The clear floor space may include knee and toe clearances not to exceed 19 inches (485 mm) extending under the lavatory or sink.

1106.7.2 Height. Lavatories and sinks shall be mounted with the rim or counter surface no higher than 34 inches (865 mm) above the finished floor.

1106.11.7.3 Knee and toe clearances.
1106.77.7.3.1 Lavatories. The total depth of clear space beneath a lavatory shall not be less than 17 inches (430 mm), of which toe clearance shall be not less than 6 inches (152 mm) of the total depth. Knee clearance shall be not less than 29 inches (735 mm) in height and 30 inches (760 mm) in width.

1106.77.7.3.1 Lavatories. The total depth of clear space beneath a lavatory shall not be less than 17 inches (430 mm), of which toe clearance shall be not less than 6 inches (152 mm) of the total depth. Knee clearance shall be not less than 29 inches (735 mm) in height and 30 inches (760 mm) in width.

1106.11.7.3.2 Sinks. Knee clearance not less than 27 inches (685 mm) in height, 30 inches (760 mm) in width and 19 inches (485 mm) in depth shall be provided underneath sinks.

1106.11.7.4 Exposed pipes and surfaces. Hot water and drain pipes exposed under lavatories and sinks shall be insulated or otherwise covered. There shall be no sharp or abrasive surfaces under lavatories or sinks.

1106.7.5 Faucets. Faucet control handles shall be located not more than 17 inches (430 mm) from the front edge of the lavatory, sink or counter, and shall comply with Section 1106.3. Self-closing valves shall remain open for at least 10 seconds per operation.

1106.11.7.6 Sink depth. Sinks shall be not more than 6 ½ inches in vertical depth.

1106.11.8 Mirrors, dispensers and other fixtures. Mirrors or shelves shall be installed so that the bottom of the mirror or the top of the shelf is within 40 inches (1015 mm) of the floor.

Drying equipment, towel or other dispensers, and disposal fixtures shall be mounted so as not to exceed 40 inches (1015 mm) above the finished floor to any rack, operating controls, receptacle or dispenser.

See also:
1106.11.9 Bathtubs.
1106.11.10 Shower stalls.

Note: For the complete text of the Washington State Building Code, Chapter 51-40 WAC, see www.sbcc.wa.gov.

Additional access code information is available at the ADA Accessibility Guidelines for Buildings and Facilities http://www.access-board.gov/adaag/html/adaag.htm.

