Doors, Corridors & Accessible Route of Travel
	
	

	
	

	
	


An "accessible route of travel" must connect the facility entrance(s) and site facilities (such as parking, bus zones or drop-off zones, restroom, telephones, drinking fountains, etc.). Doors and corridors are part of the accessible route and must provide an unobstructed path to services and facilities. Doors must have sufficient clearance for people who use wheelchairs or other mobility aids. 



WAC 51-40 Washington State Building Code

1102 - Definitions

Accessible Route of Travel is a continuous unobstructed path connecting all accessible elements and spaces in an accessible building or facility that can be negotiated by a person using a wheelchair and that is usable by persons with other disabilities.

1103.2.2. Accessible Route of Travel. When a building, or portion of a building, is required to be accessible, an accessible route of travel shall be provided to all portions of the building, to accessible building entrances, and connecting the building and the public way. The accessible route of travel to areas of primary function may serve but shall not pass through kitchens, storage rooms, toilet rooms, bathrooms, closets or other similar spaces.

Accessible routes of travel serving any accessible space or element shall also serve as a means of egress for emergencies or connect to an area of evacuation assistance.

Where more than one building or facility is located on a site, accessible routes of travel shall connect accessible buildings and accessible site facilities. The accessible route of travel shall be the most practical direct route connecting accessible building entrances, accessible site facilities and the accessible site entrances.





1111 - Additions

1111.2. Accessible Route. Where the only accessible entrance to the addition is located in the existing building or facility, at least one accessible route of travel shall be provided through the existing building or facility to all rooms, elements and spaces in the new addition which are required to be accessible.





1106.10 Doors

1106.10.1 General. Doors required to be accessible shall comply with Section 1003.3.1 and with provisions of this section. For the purpose of this section, gates shall be considered to be doors. An accessible gate or door shall be provided adjacent to any turnstile or revolving door. Where doorways have two independently operated door leaves, then at least one leaf shall comply with this section.

1106.10.2 Clear width. Doors shall be capable of being opened so that the clear width of the opening is not less than 32 inches (815 mm).
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1106.10.3 Maneuvering Clearances at Doors

All doors shall have minimum maneuvering clearances as follows: 

1. For a forward approach, where a door must be pulled to be opened, an unobstructed floor space shall extend at least 18 inches (455 mm) beyond the strike jamb and extend at least 60 inches (1525 mm) perpendicular to the doorway.

2. For a forward approach, where a door must be pushed to be opened and is equipped with a closer and a latch, an unobstructed floor space shall extend at least 12 inches (305 mm) beyond the strike jamb and extend at least 48 inches (1220 mm) perpendicular to the doorway.

[See 1106.10.3 for more maneuvering clearances at doors.] 

1106.10.4 Thresholds at doors

Thresholds at doors shall comply with Section 1106.6.

1106.6 Changes in Level

Accessible routes of travel and accessible spaces within buildings shall have continuous common floor or ramp surfaces. Abrupt change in height greater than 1/4 inch (6 mm) shall be beveled to 1 vertical in 2 horizontal. Changes in level greater than 1/2 inch (13 mm) shall be accomplished by means of a ramp meeting the requirements of Section 1106.8, a curb ramp meeting the requirements of Section 1106.4.7, or an elevator or platform lift meeting the requirements of Section 1105.3. 

1106.10.5 Automatic and power-assisted doors

All power-assisted doors shall remain in the fully open position for not less than 6 seconds before closing. Touch switches shall be mounted 36 inches (915 mm) above the floor and not less than 18 inches (455 mm), nor more than 36 inches (915 mm), horizontally from the nearest point of travel of the moving door. Other power-operated doors must be actuated from a location not less than 36 inches (915 mm) from the nearest point of travel of the moving door. Power-operated doors shall automatically reopen when they encounter an obstruction other than the strike jamb.

1106.10.6 Door Closers

Where provided, door closers shall be adjusted to close from an open position of 70 degrees to a point 3 inches (76 mm) from the latch, in not less than 3 seconds, when measured to the leading edge of the door.

1106.10.7 Vision panels

Where a door contains one or more vision panels, the bottom of the glass of at least one panel, shall be not more than 43 inches (1091 mm) above the floor.

Note: All accessible route surfaces must be firm and stable and slip-resistant. Corridors and hallways must have a clear width minimum of 44" wide, and an accessible route of travel must have a clear width minimum 36". These requirements apply to:

· permanent walls, and

· modular panels over six feet high
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1106.6 Changes in Level

Accessible routes of travel and accessible spaces within buildings shall have continuous common floor or ramp surfaces. Abrupt change in height greater than 1/4 inch (6 mm) shall be beveled to 1 vertical in 2 horizontal. Changes in level greater than 1/2 inch (13 mm) shall be accomplished by means of a ramp meeting the requirements of Section 1106.8, a curb ramp meeting the requirements of Section 1106.4.7, or an elevator or platform lift meeting the requirements of Section 1105.3. 

1106.5 Protruding Objects

Protruding objects shall not reduce the clear width of a route of travel or maneuvering space. Any wall- or post-mounted object with its leading edge between 27 inches (685 mm) and 79 inches (2007 mm) above the floor may project not more than 4 inches (102 mm) into a route of travel, corridor, passageway, or aisle. Any wall- or post-mounted projection greater than 4 inches (102 mm) shall extend to the floor.
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Note: For the complete text of the Washington State Building Code, Chapter 51-40 WAC, see http://www.sbcc.wa.gov. Additional access code information is available at the ADA Accessibility Guidelines for Buildings and Facilities, http://www.access-board.gov/adaag/html/adaag.htm 
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