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HIGH-RISE PREDESIGN CONFERENCE

Date: 


	Project Information

	Applicant Information

	Project Name:

	Contact Person:    


	Project Address:


	Contact Address:   
  

	Construction Application/Permit: #

	Contact Email:     


	MUP Project: #

	Contact Phone & Fax:     


	Conference Attendees

	Name
	Company
	Phone
	Email

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Scope of Work:




This form is to be used by the applicant to demonstrate that the design of the project complies with the high-rise building section, 403, and other key sections of the Seattle Building and Fire Codes. Be aware that you are required to comply with Seattle amendments*.  
*Seattle amendments online: http://www.seattle.gov/dpd/codes/technical_codes/overview/ 


	S A M P L E      P R O P O S A L

	903.3.1.1.2

High-rise building sprinkler system design
	Key Items: Two four-way fire department connections serving the combination system shall be provided on separate streets well separated from each other.


	Proposal:  One fire department connection will be located at the west corner of the building on the Columbia Street side and the second connection will be located on the north corner of the Fifth Avenue side of the building.



	Conference discussion & decisions:  01/10/2008 DPD Jack Planview & SFD Summer Flame deny proposal as written. This code section requires that the connections be “well separated from each other.” The proposed locations are located in close proximity to each other.


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 



** Note:  The use of a code alternate or interpretation requires submission of an additional form unless the desired Code Alternate is published in the Seattle Building or Fire Code. For the necessary form and more information, see CAM 318, Building Code Presubmittal/Code Interpretation Conferences. The CAM is available online: http://www.seattle.gov/dpd/publications.  
High-rise Building Code Requirements
key topics for discussion at the predesign conference
*  denotes Seattle amendment in section
	SECTION 403 

HIGH-RISE BUILDINGS



	403.1.2*

Testing
	Key Items:  Mechanical and electrical equipment require testing; and must satisfy fire code official before C of O will be issued

	Proposal:



	Conference discussion & decisions:  


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	403.2*

Sprinkler system design

Also, see 903.3.1.1 and 903.3.5.2
	Key Items: Combination standpipe/sprinkler risers with minimum 6” pipe shall be used- interconnection and service from two standpipe risers;

Floor sprinkler system connections to each standpipe shall have: Shut-off valves, water-flow devices, and check valves; 

Two four-way SFD connections on separate streets and well separated- a minimum of one must be connected to riser above riser isolation valve 

Note: If schematic plans are available, please bring them to the conference.

	Proposal: 



	Conference discussion & decisions:  


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	403.3.1*

Type of construction
	Key Items: A reduction in only roof construction in IA buildings and only floor construction in IB buildings is allowed when sprinkler control valves have supervisory initiating device and water-flow initiating devices for each floor. 

	Proposal:  



	Conference discussion & decisions:  


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	403.3.2

Shaft enclosures
	Key Items: In buildings not greater than 420 feet and when sprinklers are installed in vertical shafts that are not exit or elevator hoistway enclosures, the fire-resistance-rating of enclosure is reduced to 1 hour

	Proposal:  



	Conference discussion & decisions:  


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	403.5 

Automatic fire  detection
	Key Items: Smoke detection shall connected to an automatic fire alarm system in compliance with Section 907.2.12.1 

	Proposal:  



	Conference discussion & decisions:  


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	403.6 

Emergency voice/alarm communication systems  
	Key Items: An emergency voice/alarm communication system shall be provided, section 907.2.12.2

	Proposal:  



	Conference discussion & decisions:  


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	403.7

Fire department communications system
	Key Items: See requirements in Section 907.2.12 for:

Two-way fire dept. communication installed in paging areas;

Provide eight portable handsets in command center;

See exception when using fire department radio systems.

	Proposal:  



	Conference discussion & decisions:  


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	403.8

Fire command Center
	Key Items:  Dedicated command center—size and location must be on plans; 

Section 911 for location (SFD wants visual from command center to entrance doors & elevators), room size, construction, and features;

Elevator status panel, section 3017

	Proposal:  



	Conference discussion & decisions:  


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	403.9*

Elevators
	Key Items: Stories over 160 feet above fire dept. access—no less than 2 elevators served by separate machine rooms  

	Proposal:  



	Conference discussion & decisions:  


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	403.11*

Emergency power systems
	Key Items:  Emergency power systems, see Section 2702, for emergency power loads required by section 403.1.— include size, location and type of generator, fuel tank fill location, and vent terminations; 

List required equipment it powers—also, see Director’s Rule 8-2005.

	Proposal:  



	Conference discussion & decisions:  


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	403.11.1*

Emergency power loads
	Key Items:  Exit signs & means of egress illumination; 

Elevator car lighting; 

Emergency voice/alarm communication; 

Fire detections system; 

Power and lighting for mechanical equipment rooms and command center; 

Fire pumps; 

Ventilation & fire detection in smokeproof enclosures; 

Smoke control system; and 

One elevator per bank per 3016.6.

	Proposal:



	Conference discussion & decisions:  


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	403.12*

Stairway door operation
	Key Items:  Stairway doors must be capable of unlocking upon signal from fire command center and must unlock upon signal from the Fire Command Center (FCC). 
Seattle requires that wiring infrastructure for future locks are installed even where the stairway doors are not locked from the stairway side.  

	Proposal: 



	Conference discussion & decisions:  


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	403.12.1* & 1007.6.3

Stairway communications system
	Key Items: In required stairways and in every area of refuge, telephone or two-way communication system shall connect to a constantly attended communication system at not less than every fifth floor. 

	Proposal:     



	Conference discussion & decisions:  


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	403.12.2*

Stairway penthouses
	Key Items:  Penthouses mandatory for required exit stairways; 

Door size and swing shall comply with sections 1008.1.1 and 1008.1.2

	Proposal: 
 

	Conference discussion & decisions:  


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	403.13* & 3016.5

Smoke control in exit enclosures; 

& Elevator hoistways
	Key Items:  System to comply with Section 707.14 for hoistways; and Sections 909.20 and 1020.1.7 for smokeproof enclosures 



	Proposal:     

       

	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	403.13*

Smokeproof exit enclosures
	Key Item:   Required stairways serving floors located more than 75 feet (22 860 mm) above the lowest level of fire department vehicle access must comply with sections 909.20 and 1020.1.7

	Proposal:  



	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	403.14 & 3016.3

Seismic considerations;

and Elevator seismic 
	Key Items:  While seismic design will not be considered during the predesign conference, the permit plans must list the name of the engineer responsible for the seismic design of the project.

	Proposal:   



	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	403.15*

Emergency operational plan
	Key Items: DPD will not issue the C of O  until the building’s Director of Fire Safety and the Fire Chief receive and agree to the  operational plan that includes: 

Guideline procedures; 

Responsibilities of SFD, and of building employees and tenants including provisions for disabled; 

Life safety system operation, maintenance and testing; and 

Allowable uses and occupancies. Also see SFC section 404.2.

	Proposal:  



	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	403.16.1*

Signs Elevator lobbies
	Key Items: Sign in every lobby above each call switch- elevators recalled to lobby on fire alarm – do not use in emergency--use stairs

	Proposal:  


	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	403.16.2*

Main floor lobbies
	Key Items:  Elevator number signs on main lobby and alternate recall floors

	Proposal:



	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	403.16.3*

Stairway 

re-entry signs
	Key Items:  Re-entry or telephone location signs on each floor landing within stairway

	Proposal:



	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	403.16.4*

Other signs
	Key Items:  Other signs- see sections 1020.1.6 and 1011

	Proposal:



	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	CHAPTER 10 & 11, ACCESSIBLE MEANS OF EGRESS
AND AREAS OF REFUGE


	Chapter 10* Generally
	Key Items: Be prepared to discuss the exiting plan for the structure based on the occupant load from each level of the structure.


	

	1004* & 1005

Occupant load & Egress width
	Key Items: Egress width is impacted by occupant load. Demonstrate that number of exits and means of egress system comply with these sections and Section 1014*.

	Proposal:



	Conference discussion & decisions: 
 
	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	1007* Accessible means of egress
	Key Items: Provide at least two accessible means of egress from each floor as required by this section. Show locations of areas of refuge.



	Proposal:



	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	1015.2 Exit separation
	Key Items: Required exits shall be located so that their availability is obvious;

Exit doors shall be separated as required by 1015.2.1

	Proposal:



	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	1019* Exits and continuity
	Key Items: Note that this section contains numerous Seattle amendments; and

Exits must be continuous from the point of entry into exit to the point of discharge. 

	Proposal:



	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	1024.1 Exit Discharge
	Key Items: Exits shall discharge directly to the exterior of the building. Exception 1 permits egress through areas, such as lobbies, located on the level of discharge when the exit way is readily visible and identifiable from the point of termination of the exit enclosure. Plans should clearly show exit way.

	Proposal:



	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	1025* Assembly egress
	Key Items: Assembly area egress shall comply with 1025. 

	Proposal:



	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	CHAPTER 11, ACCESSIBILITY



	

	 1104 

Accessible routes
	Key Items: Provide information regarding accessible entrances, routes and parking – especially van access and parking

	Proposal:



	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	1104.5 Location of accessible route
	Key Items: Route shall coincide with or be located in the same areas as general circulation path. Accessible paths shall not pass through kitchens, storage rooms, restrooms, closets or similar spaces.

	Proposal:



	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	1106 Accessible Parking 
	Key Items: Accessible parking spaces, where required, shall be located and have a travel route to the parking that is equitable to the route for non-accessible spaces. This includes van spaces, where covered parking is provided; accommodation for covered van parking is also required.

	Proposal:



	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	CHAPTER 30, ELEVATORS



	

	3016.4 & 3016.12

Elevator cars
	Key Items: Elevator cars shall accommodate people with disabilities (see disability requirements in Chapters 10 & 11 and WAC 296-96-02300 through 02360). At least one car shall accommodate a 24-inch by 84-inch ambulance stretcher in the horizontal, open position and shall bear the ‘star of life’ symbol. It is permissible to assume the corners of the stretcher will have a 5-inch radius, rather than square corners.


	Proposal:



	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	3016.5,  3016.7 & 3020*

Elevator hoistways 

Also see:

707.14.1* & 707.14.2*
	Key Items:  Ventilation and smoke control (3016.5); 

Number of elevators per hoistway (3016.7); 

Construction requirements (3020); and 

Pressurization (3016.5, 707.14.1.2 & 707.14.2). 

Note: Machine rooms may not be used to pressurize hoistways (3016.5 Item 5).

	Proposal:  


	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	3018 

Elevator emergency power, operation and recall
	Key Items: Determine main recall and alternate recall floor and the phasing of elevator recall.

	Proposal:



	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	3020.2 & 3020.3*

Equipment & machine rooms
	Key Items: Machine room shall have a fire-resistance-rating equal to the hoistway; 

Enclosures for electric elevators shall comply with ASME A17.1 Section 2.7; and 

Hydraulic elevators shall comply with ASME A17.1 Section 3.7. 

	Proposal:



	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	707.14.1.2* Elevator lobbies
	Key Item:  Enclosed elevator lobbies are not required in high-rise buildings unless some other section of the code or condition requires them (see requirements for areas of refuge). 

	Proposal:



	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	ADDITIONAL dESIGNER concerns



	Section


	Key Item: 



	Proposal: 



	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	Section


	Key Item: 



	Proposal: 



	Conference discussion & decisions:  

	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	Section


	Key Item: 



	Proposal: 



	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	Section


	Key Item: 



	Proposal: 



	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	

	Section


	Key Item: 



	Proposal: 



	Conference discussion & decisions:


	Denied

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 

	Approved

DPD  FORMCHECKBOX 

SFD  FORMCHECKBOX 


	


* Seattle code amendment to IBC

Project Name:  [Insert here in footer]

Permit number:  [Insert here in footer]     

