SUPPLEMENT INSERTION GUIDE

for

SEATTLE ENERGY CODE SUPPLEMENT PAGES

25 June 2001

Supplement No. 1

(covering Ordinance 120378)

This supplement contains the Seattle amendments to the 2000 Washington State Energy Code (WSEC) and consists of reprinted pages to replace existing pages in the 2000 WSEC.


Remove pages listed in the "Remove Pages" column and in their places insert the pages listed in the "Insert Pages" column.


This Supplement Insertion Guide should be retained as a permanent record of pages supplemented and should be inserted in the front of the code.


Remove Pages
Insert Pages


-
insert Seattle insertion guide before WSEC cover page


-
insert Seattle cover page before WSEC cover page


-
insert Seattle preface before WSEC cover page


xi-xvi
xi-xvi


61-62
61-62


75-80
75-80



insert pages 86.1-86.2 after page 86


89-96
89-96


103-104
103-104


An electronic version of the Energy Code is located on the Seattle Department of Design, Construction and Land Use website.  This site contains the entire text of the Energy Code in effect in Seattle.  This site also contains links to Client Assistance Memos, forms, and Directors Rules, as well as a search function for the Energy Code, residential energy tips and nonresidential energy tips, and links to other websites with energy efficiency information. 

http://www.cityofseattle.net/dclu/energy

SEATTLE SUPPLEMENT
Ordinance 120378
(Effective 1 July 2001)
TO THE
Washington State
Energy Code
2000 EDITION
An electronic version of the Energy Code is located on the Seattle Department of Design, Construction and Land Use website.  This site contains the entire text of the Energy Code in effect in Seattle.  This site also contains links to Client Assistance Memos, forms, and Directors Rules, as well as a search function for the Energy Code, residential energy tips and nonresidential energy tips, and links to other websites with energy efficiency information.
http://www.cityofseattle.net/dclu/energy

[image: image1.png]



Seattle Department of Design, Construction and Land Use
PREFACE

The Seattle Supplement pages have been published to be used in conjunction with the Washington State Energy Code.  The Seattle Supplement pages contain all of the Seattle amendments to the Washington State Energy Code.  These pages are intended to be substituted for the comparable pages in the Washington State Energy Code.  Because the pages are copied back-to-back, some pages do not have any changes and are simply a reproduction of a page in the Washington State Energy Code.

(
Seattle amendments to the Washington State Energy Code text are indicated by dashing out deleted language ((sample)) and underlining new language.  New text in the 2000 Washington State Energy Code and Seattle amendments as compared to the previous 1997 Washington State Energy Code and Seattle amendments is indicated by adding a bar in the margin, and significant deletions are indicated by an arrow in the margin.  (Please note that additional Seattle amendments are being developed for the nonresidential portions of the code and are expected to take effect in fall 2001.  For further information, see the Seattle Energy Code website.)
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12" Concrete Masonry

	WALL DESCRIPTION
	CORE TREATMENT

	
	Partial Grout with Ungrouted Cores
	

	
	Empty
	Loose-fill insulated
	Solid Grout

	
	
	Perlite
	Vermiculite
	



















8" Clay Brick

	WALL DESCRIPTION
	CORE TREATMENT

	
	Partial Grout with Ungrouted Cores
	

	
	Empty
	Loose-fill insulated
	Solid Grout

	
	
	Perlite
	Vermiculite
	
















6" Concrete Poured or Precast

	WALL DESCRIPTION
	CORE TREATMENT

	
	Partial Grout with Ungrouted Cores
	Solid Grout

	
	Empty
	Loose-fill insulated
	

	
	
	Perlite
	Vermiculite
	
















Notes for Default Table 10-5B

   1.  Grouted cores at 40" x 48" on center vertically and horizontally in partial grouted walls.

   2.  Interior insulation values include 1/2" gypsum board on the inner surface.

   3.  Furring and stud spacing is 16" on center.  Insulation is assumed to fill furring space and is not compressed.

   4.  Intermediate values may be interpolated using this table.  Values not contained in this table may be computed using
the procedures listed in Standard RS-27.

SECTION 1006 — DEFAULT U-FACTORS FOR GLAZING AND DOORS
1006.1 Glazing and Doors Without NFRC Certification:  Glazing and doors that do not have NFRC Certification shall be assigned the following U-factors.
TABLE 10-6

OTHER THAN GROUP R OCCUPANCY:  

DEFAULT U-FACTORS FOR VERTICAL GLAZING, OVERHEAD GLAZING AND OPAQUE DOORS


Vertical Glazing

	
	
	U-Factor
	

	
	Any Frame
	Aluminum w/thermal

Break
	Vinyl/Wood

Frame

	Single
	1.45
	1.45
	1.45

	Double
	0.90
	0.85
	0.75

	½ inch air, fixed
	0.75
	0.70
	0.60

	½ inch air, low-e (0.40), fixed
	0.60
	0.55
	0.50

	½ inch air, low-e (0.10), fixed
	0.55
	0.50
	0.45

	½ inch argon, low-e (0.30), fixed
	0.55
	0.50
	0.45

	½ inch argon, low-e (0.10), fixed
	0.50
	0.45
	0.40


The category for aluminum frame with a thermal break is as defined in footnote 9 to Table 10-6B.
Overhead Glazing




















Opaque Doors










NOTES:

Where a gap width is listed (i.e.:  1/2 inch), that is the minimum allowed.

Where a low-emissivity emittance is listed (i.e.:  0.40, 0.30, 0.20, 0.10), that is the maximum allowed.

Where a gas other than air is listed (i.e.:  Argon), the gas fill shall be a minimum of 90%.

Where an operator type is listed (i.e.:  Fixed), the default is only allowed for that operator type.

Where a frame type is listed (i.e.:  Wood/Vinyl), the default is only allowed for that frame type.


Wood/Vinyl frame includes reinforced vinyl and aluminum-clad wood.

of that prescribed in this Code, in quality, strength, effectiveness, fire-resistance, durability, safety and energy efficiency. The building official may require that sufficient evidence of proof be submitted to substantiate any claims that may be made regarding performance capabilities.

1141.4 Systems Analysis Approach for the Entire Building:  In lieu of using Chapters 12 through 20, compliance may be demonstrated using the systems analysis option in Standard RS-29. When using systems analysis, the proposed building shall provide equal or better conservation of energy than the standard design as defined in Standard RS-29.  If required by the building official, all energy comparison calculations submitted under the provisions of Standard RS-29 shall be stamped and authenticated by an engineer or architect licensed to practice by the state of Washington. 

1142 Materials and Equipment
1142.1 Identification:  All materials and equipment shall be identified in order to show compliance with this Code.

1142.2 Maintenance Information:  Maintenance instructions shall be furnished for any equipment which requires preventive maintenance for efficient operation. Required regular maintenance actions shall be clearly stated and incorporated on a readily accessible label. Such label may be limited to identifying, by title or publication number, the operation and maintenance manual for that particular model and type of product. 

1143 Inspections
1143.1 General:  All construction or work for which a permit is required shall be subject to inspection by the building official and all such construction or work shall remain accessible and exposed for inspection purposes until approved by the building official.  No work shall be done on any part of the building or structure beyond the point indicated in each inspection without first obtaining the approval of the building official.

1143.2 Required Inspections:  The building official, upon notification, shall make the inspection required in this section, in addition to or as part of those inspections required in Section 108.5 of the Uniform Building Code.  Inspections may be conducted by special inspection pursuant to Section 1701 of the Uniform Building Code.  Where applicable, inspections shall include at least:

1143.2.1 Envelope
a.  Wall Insulation Inspection:  To be made after all wall insulation and air vapor retarder sheet or film materials are in place, but before any wall covering is placed.

b.  Glazing Inspection:  To be made after glazing materials are installed in the building.

c.  Exterior Roofing Insulation:  To be made after the installation of the roof insulation, but before concealment.

d.  Slab/Floor Insulation:  To be made after the installation of the slab/floor insulation, but before concealment.

1143.2.2 Mechanical
a.  Mechanical Equipment Efficiency and Economizer:  To be made after all equipment and controls required by this Code are installed and prior to the concealment of such equipment or controls.

b.  Mechanical Pipe and Duct Insulation:  To be made after all pipe and duct insulation is in place, but before concealment.

1143.2.3 Lighting and Motors
a.  Lighting Equipment and Controls:  To be made after the installation of all lighting equipment and controls required by this Code, but before concealment of the lighting equipment.

b.  Motor Inspections:  To be made after installation of all equipment covered by this Code, but before concealment.

1143.3 Re-inspection:  The building official may require a structure to be re-inspected. A re-inspection fee may be assessed for each inspection or re-inspection when such portion of work for which inspection is called is not complete or when corrections called for are not made.

1144 Violations and Penalties:  ((It shall be a violation of this Code for any person, firm or corporation to erect or construct any building, or remodel or rehabilitate any existing building or structure in the state, or allow the same to be done, contrary to any of the provisions of this Code.))

1144.1 Violations: It shall be a violation of this Code for any person, firm or corporation to erect, construct, enlarge, repair, move, improve, remove, convert or demolish, equip, occupy, inspect or maintain any building or structure in the City, contrary to or in violation of any of the provisions of this Code.


It shall be a violation of this Code for any person, firm or corporation to knowingly aid, abet, counsel, encourage, hire, commend, induce or otherwise procure another to violate or fail to comply with this Code.


It shall be a violation of this Code for any person, firm, or corporation to use any material or to install any device, appliance or equipment which does not comply with the applicable standards of this Code or which has not been approved by the building official.

1144.2 Notice of Violation:  If after investigation the building official determines that standards or requirements of this code have been violated, the building official may serve a notice of violation upon the owner or other person responsible for the action or condition.  The notice of violation shall state the standards or requirements violated, shall state what corrective action, if any, is necessary to comply with the standards or requirements, and shall set a reasonable time for compliance.  The notice shall be served upon the owner or other responsible person by personal service, certified mail with return receipt requested or registered mail with return receipt requested or registered mail addressed to the last known address of such person. In addition, a copy of the notice may be posted at a conspicuous place on the property.  The notice of violation shall be considered an order of the building official. Nothing in this subsection shall be deemed to limit or preclude any action or proceeding pursuant to Sections 102, 103 or 104 of the Seattle Building Code, and nothing in this section shall be deemed to obligate or require the building

official to issue a notice of violation prior to the imposition of civil or criminal penalties in this section.

1144.3 Civil Penalties:  Any person, firm or corporation failing to comply with the provisions of this code shall be subject to a cumulative civil penalty in an amount not to exceed $500 per day for each violation from the date the violation occurs or begins until compliance is achieved.  In cases where the building official has issued a notice of violation, the violation will be deemed to begin, for purposes of determining the number of days of violation, on the date compliance is required by notice of violation.  In any civil action for a penalty, the City has the burden of proving by a preponderance of the evidence that a violation exists or existed; the issuance of the notice of violation or of an order following a review by the Director is not itself evidence that a violation exists.

1144.4 Criminal Penalty:  Anyone who violates or fails to comply with any order issued by the building official pursuant to this code or who removes, mutilates, destroys or conceals a notice issued or posted (i.e., affixed to the structure in a conspicuous place) by the building official shall, upon conviction thereof, be punished by a fine of not more than $1,000 or by imprisonment for not more than 360 days, or by both such fine and imprisonment.  Each day's violation or failure to comply shall constitute a separate offense.


Anyone violating or failing to comply with any of the provisions of this code and who within the past five years has had a judgment against them for civil penalties arising from a violation of the building code, shall upon conviction thereof, be fined in a sum not to exceed $500 or by imprisonment for not more than 180 days, or by both such fine and imprisonment. Each day's violation or failure to comply shall constitute a separate offense.

1144.5 Additional Relief:  The building official may seek legal or equitable relief to enjoin any acts or practices and abate any condition which constitutes a violation of this code when civil or criminal penalties are inadequate to effect compliance.

1144.6 Notices:  It shall be unlawful for any person to remove, mutilate, destroy or conceal any notice issued or posted by the building official pursuant to the provisions of this code, or any notice issued or posted by the building official in response to a natural disaster or other emergency.


The building official may record a copy of any order or notice with the Department of Records and Elections of King County.


The building official may record with the Department of Records and Elections of King County a notification that a permit has expired without a final inspection after reasonable efforts have been made to provide a final inspection.

1144.7 Review by the Director

1144.7.1.  Any party affected by a notice of violation issued by the Director pursuant to Section 1144.2 may obtain a review of the notice by requesting such review in writing within fifteen days after service of the notice.  When the last day of the period computed is a Saturday, Sunday, federal or City holiday, the period shall run until 5:00 p.m.

of the next business day.  The request shall be in writing, and upon receipt of the request, the Director shall notify any persons served the notice of violation and the complainant, if any, of the request for review, which shall be within twenty days after the request is received, unless otherwise agreed by all persons served with the notice of violation.  Before the deadline for submission of information, any person significantly affected by or interested in the notice of violation (including any persons served the notice of violation and the complainant) may submit any additional information in the form of written material or oral comments to the Director for consideration as part of the review.

1144.7.2.  The review will be made by a representative of the Director who is familiar with the case and the applicable ordinances.  The Director's representative will review all additional information received by the deadline for submission of information.  The reviewer may also request clarification of information received and a site visit.  After review of the additional information, the Director may:

1. Sustain the notice of violation; or

2. Withdraw the notice of violation; or

3. Continue the review to a date certain for receipt of additional information; or

4. Modify the notice of violation, which may include an extension of the compliance date.

1144.7.3.  The Director shall issue an Order of the Director containing the decision within seven days of the date of the completion of the review, and shall cause the same to be mailed by regular first-class mail to the person or persons named in the notice of violation, mailed to the complainant, if possible, and filed with the Department of Records and Elections of King County.

SECTION 1150 — CONFLICTS WITH OTHER CODES

In case of conflicts among Codes enumerated in RCW 19.27.031 subsections (1), (2), (3) and (4) and this Code, the first named Code shall govern.  The duct insulation requirements in this Code or a local jurisdiction's energy code, whichever is more stringent, supersede the requirements in the Uniform Mechanical Code.


This Code is intended to supplement the provisions of the Seattle Building Code, the Seattle Mechanical Code, and the Seattle Electrical Code, and in cases of conflict between this Code and any of those codes, the provisions of those codes shall apply.

Additional efficiency standards for electrical energy use may also appear in Seattle City Light service requirements, which should be consulted.


Where, in any specific case, different sections of this Code specify different materials, methods of construction or other requirements, the most restrictive shall govern. Where there is a conflict between a general requirement and a

specific requirement, the specific requirement shall be applicable.

SECTION 1160 — SEVERABILITY & LIABILITY

1161 Severability:  If any provision of this Code or its application to any person or circumstance is held invalid, the remainder of this Code or the application of the provision to other persons or circumstances is not affected.


The legislative body hereby declares that it would have passed this Code, and each section, subsection, clause or phrase thereof, irrespective of the fact that any one or more sections, subsections, sentences, clauses, and phrases be declared unconstitutional.
1162 Liability:  Nothing contained in this Code is intended to be nor shall be construed to create or form the basis for any liability on the part of ((any city or county)) the City or its officers, employees or agents for any injury or damage resulting from the failure of a building to conform to the provisions of this Code, or by reason of or in consequence of any inspection, notice, order, certificate, permission of approval authorized or issued or done in connection with the implementation or enforcement of this Code, or by reason of any action or inaction on the part of the City related in any manner to the enforcement of this Code or by its officers or agents.  The building official or any employee charged with the enforcement of this Code, acting in good faith and without malice for the City in the discharge of his/her duties, shall not thereby render himself/herself liable personally and he/she is hereby relieved from all personal liability for any damage that may accrue to persons or property as a result of any act required or by reason of any act or omission in the discharge of his/her duties.

CHAPTER 12

(RESERVED)

NOTE:  For Nonresidential Definitions, see Chapter 2.

CHAPTER 13

BUILDING ENVELOPE 

1301 Scope:  Conditioned buildings or portions thereof shall be constructed to provide the required thermal performance of the various components according to the requirements of this chapter. Unless otherwise approved by the building official, all spaces shall be assumed to be at least semi-heated.

EXCEPTIONS:   1.  Greenhouses isolated from any conditioned space and not intended for occupancy.

2.  As approved by the building official, spaces not assumed to be at least semi-heated.

3.  Unconditioned Group M occupancy accessory to Group R occupancy.

4.  Unstaffed equipment shelters or cabinets used solely for personal wireless service facilities.

1302 Space Heat Type:  For the purpose of determining building envelope requirements, the following two categories comprise all space heating types:

Electric Resistance:  Space heating systems which use electric resistance elements as the primary heating system including baseboard, radiant and forced air units where the total electric resistance heat capacity exceeds 1.0 W/ft2 of the gross conditioned floor area.

EXCEPTION:  Heat pumps and terminal electric resistance heating in variable air volume distribution systems.

Other:  All other space heating systems including gas, solid fuel, oil and propane space heating systems and those systems listed in the exception to electric resistance.

1303 Climate Zones:  All buildings shall comply with the requirements of the appropriate climate zone as defined herein.

ZONE 1:
Climate Zone 1 shall include all counties not included in Climate Zone 2.

ZONE 2:
Climate Zone 2 shall include:  Adams, Chelan, Douglas, Ferry, Grant, Kittitas, Lincoln, Okanogan, Pend Oreille, Spokane, Stevens and Whitman counties.


SECTION 1310 — GENERAL REQUIREMENTS

The building envelope shall comply with Sections 1311 through 1314.

1310.1 Conditioned Spaces:  The building envelope for conditioned spaces shall also comply with one of the following paths:

a.
Prescriptive Building Envelope Option Sections 1320 through 1323.

b.
Component Performance Building Envelope Option Sections 1330 through 1334.

c.
Systems Analysis. See Section 1141.4.

1310.2 Semi-Heated Spaces:  All spaces shall be considered conditioned spaces, and shall comply with the requirements in Section 1310.1 unless they meet the following criteria for semi-heated spaces.  The installed heating equipment output, in Climate Zone 1, shall be 3 Btu/(h  ft2).  Heating shall be controlled by a thermostat mounted not lower than the heating unit and capable of preventing heating above 44°F space temperature.  For semi-heated spaces, the only prescriptive, component performance or systems analysis building envelope requirement shall be that:
 ft2) or greater but not greater than 12 Btu/(h  ft2) and in Climate Zone 2, shall be 5 Btu/(h  ft2) or greater but not greater than 8 Btu/(h 
Climate Zone 1

a.
U=0.10 maximum for the roof assembly, or

b.
continuous R-9 insulation installed entirely outside of the roof structure, or

c.
R-11 insulation installed inside or within a wood roof structure, or

d.
R-19 insulation installed inside or within a metal roof structure.

Climate Zone 2

a.
U=0.07 maximum for the roof assembly, or

b.
continuous R-14 insulation installed entirely outside of the roof structure, or

c.
R-19 insulation installed inside or within a wood roof structure, or

d.
R-25 insulation installed inside or within a metal roof structure.

Figure 13A
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1311 Insulation

1311.1 Installation Requirements:  All insulation materials shall be installed according to the manufacturer's instructions to achieve proper densities, maintain clearances and maintain uniform R-values. To the maximum extent possible, insulation shall extend over the full component area to the intended R-value.

1311.2 Roof/Ceiling Insulation:  Open-blown or poured loose-fill insulation may be used in attic spaces where the slope of the ceiling is not more than 3/12 and there is at least 30 inches of clear distance from the top of the bottom chord of the truss or ceiling joist to the underside of the sheathing at the roof ridge. When eave vents are installed, baffling of the vent openings shall be provided so as to deflect the incoming air above the surface of the insulation.


Where lighting fixtures are recessed into a suspended or exposed grid ceiling, the roof/ceiling assembly shall be insulated in a location other than directly on the suspended ceiling.

EXCEPTION:  Type IC rated recessed lighting fixtures.


Where installed in wood framing, faced batt insulation shall be face stapled.

1311.3 Wall Insulation:  Exterior wall cavities isolated during framing shall be fully insulated to the levels of the surrounding walls. When installed in wood framing, faced batt insulation shall be face stapled.



Above grade exterior insulation shall be protected.
1311.4 Floor Insulation:  Floor insulation shall be installed in a permanent manner in substantial contact with the surface being insulated.  Insulation supports shall be installed so spacing is not more than 24 inches on center.  Installed insulation shall not block the airflow through foundation vents.

1311.5 Slab-On-Grade Floor:  Slab-on-grade insulation installed inside the foundation wall shall extend downward from the top of the slab a minimum distance of 24 inches or to the top of the footing, whichever is less.  Insulation installed outside the foundation shall extend downward a minimum of 24 inches or to the frostline, whichever is greater. Above grade insulation shall be protected.

EXCEPTION:  For monolithic slabs, the insulation shall extend downward from the top of the slab to the bottom of the footing.

1311.6 Radiant Floors (on or below grade):  Slab-on-grade insulation shall extend downward from the top of the slab a minimum distance of 36 inches or downward to the top of the footing and horizontal for an aggregate of not less than 36 inches.


((If required by the building official where soil conditions warrant such insulation, t)) The entire area of a radiant floor shall be thermally isolated from the soil.  Where a soil gas control system is provided below the radiant floor, which


results in increased convective flow below the radiant floor, the radiant floor shall be thermally isolated from the sub-floor gravel layer.

1312 Glazing and Doors
1312.1 Standard Procedure for Determination of Glazing and Door U-Factors:  U-factors for glazing and doors shall be determined, certified and labeled in accordance with Standard RS-31 by a certified independent agency licensed by the National Fenestration Rating Council (NFRC). Compliance shall be based on the Residential or the Nonresidential Model Size. Product samples used for U-factor determinations shall be production line units or representative of units as purchased by the consumer or contractor. Unlabeled glazing and doors

shall be assigned the default U-factor in Table 10-6.

1312.2 Solar Heat Gain Coefficient and Shading Coefficient:  Solar Heat Gain Coefficient (SHGC), shall be determined, certified and labeled in accordance with the National Fenestration Rating Council (NFRC) Standard by a certified, independent agency, licensed by the NFRC.

EXCEPTION:  Shading coefficients (SC) shall be an acceptable alternate for compliance with solar heat gain coefficient requirements.  Shading coefficients for glazing shall be taken from Chapter 29 of Standard RS-27 or from the manufacturer's test data.

1313 Moisture Control

1313.1 Vapor Retarders:  Vapor retarders shall be installed on the warm side (in winter) of insulation as required by this section.

EXCEPTION:  Vapor retarder installed with not more than 1/3 of the nominal R-value between it and the conditioned space.

1313.2 Roof/Ceiling Assemblies:  Roof/ceiling assemblies where the ventilation space above the insulation is less than an average of 12 inches shall be provided with a vapor 

retarder. (For enclosed attics and enclosed rafter spaces, see Section 1505.3 of the Washington State Building Code.)

Roof/ceiling assemblies without a vented airspace, allowed only where neither the roof deck nor the roof structure are made of wood, shall provide a continuous vapor retarder with taped seams.

EXCEPTION:  Vapor retarders need not be provided where all of the insulation is installed between the roof membrane and the structural roof deck.

1313.3 Walls:  Walls separating conditioned space from unconditioned space shall be provided with a vapor retarder. 

1313.4 Floors:  Floors separating conditioned space from unconditioned space shall be provided with a vapor retarder.


1313.5 Crawlspaces:  A ground cover of six mil (0.006 inch thick) black polyethylene or approved equal shall be laid over the ground within crawlspaces. The ground cover shall be overlapped 12 inches minimum at the joints and shall extend to the foundation wall.

EXCEPTION:  The ground cover may be omitted in crawl spaces if the crawlspace has a concrete slab floor with a minimum thickness of 3-1/2 inches.

1314 Air Leakage

1314.1 Building Envelope:  The requirements of this section shall apply to building elements separating conditioned from unconditioned spaces. Exterior joints around windows and door frames, openings between walls and foundation, between walls and roof and wall panels; openings at penetrations of utility services through walls, floors and roofs; and all other openings in the building envelope shall be sealed, caulked, gasketed or weatherstripped to limit air leakage.

1314.2 Glazing and Doors:  Doors and operable glazing separating conditioned from unconditioned space shall be weatherstripped. Fixed windows shall be tight fitting with glass retained by stops with sealant or caulking all around.

EXCEPTION:  Openings that are required to be fire resistant.

1314.3 Building Assemblies Used as Ducts or Plenums:  Building assemblies used as ducts or plenums shall be sealed, caulked and gasketed to limit air leakage.

SECTION 1320 — PRESCRIPTIVE BUILDING ENVELOPE OPTION

1321 General:  This section establishes building envelope design criteria in terms of prescribed requirements for building construction.

1322 Opaque Envelope:  Roof/ceilings, opaque exterior walls, opaque doors, floors over unconditioned space, below-grade walls, slab-on-grade floors and radiant floors enclosing conditioned spaces shall be insulated according to Section 1311 and Tables 13-1 or 13-2.  Compliance with nominal R-values shall be demonstrated for the thermal resistance of the added insulation in framing cavities and/or insulated sheathing only. Nominal R-values shall not include the thermal transmittance of other building materials or air films.


For metal frame assemblies used in spaces with electric resistance space heat, compliance shall be demonstrated with the component U-factor for the overall assembly based on the assemblies in Chapter 10.

EXCEPTIONS:  1.  Opaque smoke vents are not required to meet insulation requirements.


2.  The perimeter edge of an above grade floor slab which penetrates the exterior wall may be left uninsulated provided that the wall insulation is increased by R-2 above that required in Tables 13-1 and 13-2.

1323 Glazing:  Glazing shall comply with Section 1312 and Tables 13-1 or 13-2.  All glazing shall be, at a minimum, double glazing.

EXCEPTIONS:  1.  Vertical glazing located on the display side of the street level story of a retail occupancy or where there is a street level transparency requirement in the Seattle Land Use Code provided the glazing 

    a.  is double-glazed with a minimum 1/2 inch airspace and with a low-e coating having a maximum emittance of e-0.40 or has an area weighted U-factor of 0.60 or less.  (When this exception is used, there are no SHGC requirements), and

    b.  does not exceed 75 % of the gross exterior wall area of the display side of the street level story.  However, if the display side of the street level story exceeds 20 feet in height, then this exception may only be used for the first 20 feet of that story.

When this exception is utilized, separate calculations shall be performed for these sections of the building envelope and these values shall not be averaged with any others for compliance purposes. The 75% area may be exceeded on the street level, if the additional glass area is provided from allowances from other areas of the building.

2.  Single glazing for ornamental, security or architectural purposes shall be included in the percentage of the total glazing area, U-factor calculation and SHGC as allowed in the Tables 13-1 or 13-2.  The maximum area allowed for the total of all single glazing is 1% of the gross exterior wall area.

1323.1 Area:  The percentage of total glazing (vertical and overhead) area relative to the gross exterior wall area shall not be greater than the appropriate value from Tables 13-1 or 13-2 for the vertical glazing U-factor, overhead glazing U-factor and solar heat gain coefficient selected.

1323.2 U-Factor:  The area-weighted average U-factor of vertical glazing shall not be greater than that specified in Tables 13-1 or 13-2 for the appropriate area and solar heat gain coefficient. The area-weighted average U-factor of overhead glazing shall not be greater than that specified in Tables 13-1 or 13-2 for the appropriate area and solar heat gain coefficient. U-factors for glazing shall be determined in accordance with Section 1312.

1323.3 Solar Heat Gain Coefficient:  The area-weighted average solar heat gain coefficient of all glazing shall not be greater than that specified in Tables 13-1 or 13-2 for the appropriate area and U-factor.
SECTION 1330 — COMPONENT PERFORMANCE BUILDING ENVELOPE OPTION

1331 General:  Buildings or structures whose design heat loss rate (UAp) and solar heat gain coefficient rate
(SHGC * Ap) are less than or equal to the target heat loss 


rate (UAt) and solar heat gain coefficient rate (SHGC * At) shall be considered in compliance with this section. The stated U-factor, F-factor or allowable area of any component assembly, listed in Tables 13-1 or 13-2, such as roof/ceiling, opaque wall, opaque door, glazing, floor over conditioned space, slab-on-grade floor, radiant floor or opaque floor may be increased and the U-factor or F-factor for other components decreased, provided that the total heat gain or loss for the entire building envelope does not exceed the total resulting from compliance to the U‑factors, F‑factors or allowable areas specified in this section.

EXCEPTION:  For buildings or structures utilizing the other space heat type (including heat pumps and VAV) compliance path, for the gross opaque wall, opaque door and glazing (vertical and overhead) area only, compliance may also be shown using the ENVSTD diskette version 2.1

of ASHRAE/IESNA Standard 90.1-1989, or an approved alternative, with the following additional requirements:

1.
Only the Exterior Wall Requirements portion of the ENVSTD computer program may be used under this exception.

2.
Overhead glazing shall be added to vertical glazing, and shall be input as 1/4 north, 1/4 east, 1/4 south, and 1/4 west facing.

3.
Lighting loads shall be determined according to Table 15-1.

4.
Equipment loads shall be determined from Table 3‑1 of Standard RS-29.

1332 Component U-Factors:  The U-factors for typical construction assemblies are included in Chapter 10. These values shall be used for all calculations. Where proposed construction assemblies are not represented in Chapter 10, values shall be calculated in accordance with Chapters 21 through 29 in Standard RS-27 listed in Chapter 7, using the framing factors listed in Chapter 10. For envelope assemblies containing metal framing, the U-factor shall be determined by one of the following methods:

1.  Results of laboratory measurements according to acceptable methods of test.

2.  Standard RS-25, listed in Chapter 7, where the metal framing is bonded on one or both sides to a metal skin or covering.

3.  The zone method as provided in Chapter 24 of Standard RS-27, listed in Chapter 7.

4.  Effective framing/cavity R-values as provided in Table 10-5A.


When return air ceiling plenums are employed, the roof/ceiling assembly shall:

a.  For thermal transmittance purposes, not include the ceiling proper nor the plenum space as part of the assembly; and

b.  For gross area purposes, be based upon the interior face of the upper plenum surface.

Equation 13-3

Target SHGCAt
SHGCAt = SHGCt (Aograt + Aogort + Avgt)

Where:

SHGCAt
=
The target combined specific heat gain of the target glazing area.

SHGCt
=
The solar heat gain coefficient for glazing found in Table 13-1 or 13-2 which corresponds to the proposed total glazing area as a percent of gross exterior wall area, and 

Aograt , Aogort , and Avgt are defined under Equation 13-1.

Equation 13-4

Proposed SHGCAp
SHGCAp = SHGCogAog + SHGCvgAvg
Where:

SHGCAt
=
The combined proposed specific heat gain of the proposed glazing area.

SHGCog
=
The solar heat gain coefficient of the overhead glazing.

Aog
=
The overhead glazing area.

SHGCvg
=
The solar heat gain coefficient of the vertical glazing.

Avg
=
The vertical glazing area.

Table 13-1

Building Envelope Requirements For Climate Zone 1

Minimum Insulation R-Values or Maximum Component U-Factors for Zone 1
Building Components

	Space Heat Type
	Components

	
	Roofs Over Attic
	All Other Roofs
	Opaque Walls1,2
	Opaque Doors
	Floor Over Uncond Space
	Slab-On-Grade5


1.  Electric resistance heat**

	
	R-38 or U=0.031
	R-30 or U=0.034
	R-19 or U=0.062
	U=0.60
	R-30 or 
U=0.029
	R-10 or

F=0.54


R-10 or

	F=0.54


** Compliance with nominal prescriptive R-values requires wood framing

Maximum Glazing Areas and U-Factors and

Maximum Glazing Solar Heat Gain Coefficients for Zone 1

Glazing

	Maximum Glazing 

Area as % of Wall6
	0% to 15%
	>15% to 20%
	>20% to 30%
	>30% to 40%


Maximum


Maximum


Maximum


Maximum

	U-Factor
	Max. SHGC4

	
	VG
	OG
	
	VG
	OG
	
	VG
	OG
	
	VG
	OG
	

	1.  Electric resistance heat
	0.40
	0.80
	1.0
	0.40
	0.80
	1.0
	PRESCRIPTIVE PATH NOT ALLOWED

	2.  All others including heat pumps and VAV
	0.90
	1.45
	1.0
	0.75
	1.40
	1.0
	0.60
	1.30
	0.65
	0.50
	1.25
	0.45


Footnotes

1.  Below Grade Walls:

When complying by the prescriptive approach, Section 1322:

a)  walls insulated on the interior shall use opaque wall values, 

b)  walls insulated on the exterior shall use a minimum of R-10 insulation,

c)  those portions of below grade walls and footings that are more than 10 feet below grade, and not included in the gross exterior wall area, may be left uninsulated.

When complying by the component performance approach, Section 1331:

a)  walls insulated on the interior shall use the opaque wall values when determining Ubgwt ,

b)  walls insulated on the exterior shall use a target U-factor of U=0.070 for Ubgwt ,

c)  those portions of below grade walls and footings that are more than 10 feet below grade, and not included in the gross exterior wall area, need not be included when determining Abgwt and Abgw.

2.
Concrete Masonry Walls:  If the area weighted heat capacity of the total opaque above grade wall is a minimum of 9.0 Btu/ft2  °F and below grade walls shall meet opaque wall requirements listed above.  Glazing shall comply with the following:
 °F, then the U-factor may be increased to 0.19 for interior insulation and 0.25 for integral and exterior insulation for insulation position as defined in Chapter 2.  Individual walls with heat capacities less than 9.0 Btu/ft2 
	Maximum Glazing

Area as % of Wall
	0 to 10 %
	>10 to 15 %
	>15% to 20 %
	>20% to 25 %


Maximum


Maximum


Maximum


Maximum

	U-Factor
	Max. SHGC4

	
	VG
	OG
	
	VG
	OG
	
	VG
	OG
	
	VG
	OG
	

	1.  Electric resistance heat
	0.40
	0.80
	1.0
	0.40
	0.80
	1.0
	0.40
	0.80
	1.0
	NOT ALLOWED

	2.  All others including 
heat pumps and VAV
	0.90
	1.45
	1.0
	0.75
	1.40
	1.0
	0.65
	1.30
	0.80
	0.60
	1.30
	0.65


3.
Reserved.
4.
SHGC (Solar Heat Gain Coefficient per Section 1312.2):  May substitute Maximum Shading Coefficient (SC) for SHGC (See Chapter 2 for definition of Shading Coefficient).

5.
Radiant Floors:  Where insulation is required under the entire slab, radiant floors shall use a minimum of R-10 insulation or F=0.55 maximum.  Where insulation is not required under the entire slab, radiant floors shall use R-10 perimeter insulation according to Section 1311.6 or F=0.78 maximum.
6.
Prescriptive Alternate:  For the prescriptive building envelope option only, for other than electric resistance heat only, glazing may comply with either of the following:

	Maximum Glazing Area as %  of Wall:
	Maximum U-Factor
	Max. SHGC4

	>40% to 60%
	VG
  OG
	

	Alternate a
	0.40
 0.80
	0.30

	Alternate b
	0.35
 0.80
	0.35


For glazed wall systems, assemblies with all of the following features are deemed to satisfy the vertical glazing U-factor requirement of U-0.40:

a.  Double glazing with a minimum 1/2 inch gap width, having a low-emissivity coating with e=0.10 maximum, with 90% minimum argon gas fill, and a non-aluminum spacer (as defined in footnote 1 to Table 10-6B), and

b.  Frame that is thermal break aluminum (as defined in footnote 9 to Table 10-6B), wood, aluminum clad wood, vinyl, aluminum clad vinyl, or reinforced vinyl.
This page intentionally left blank.

CHAPTER 14

BUILDING MECHANICAL SYSTEMS

1401 Scope:  This section covers the determination of requirements, system and component performance, control requirements and duct construction.

EXCEPTION:  Special applications, including but not limited to hospitals, laboratories, thermally sensitive equipment and rooms designed to comply with the special construction and fire protection requirements of NFPA 75, “Standard for the Protection of Electronic Computer/Data Processing Equipment” may be exempt from the requirements of this section when approved by the building official.  Exemptions shall be specific on a case-by-case basis and allowed only to the extent necessary to accommodate the special applications.

1402 Mechanical Ventilation:  The minimum requirements for ventilation shall comply with the 


((Washington State Ventilation and Indoor Air Quality Code (WAC 51-13))) Seattle Mechanical Code.

SECTION 1410 — GENERAL REQUIREMENTS:


The building mechanical system shall comply with Sections 1411 through 1416, Sections 1440 through 1443, Sections 1450 through 1454, and with one of the following paths:

a.  Simple Systems (Packed Unitary Equipment),
Sections 1420 through 1424

b.  Complex Systems, Sections 1430 through 1439

c.  Systems Analysis.  See Section 1141.4

Figure 14A

Mechanical Systems Compliance Path

	Section Number
	Subject
	Simple 
Systems Path
	Complex 
Systems Path
	Systems Analysis Option

	1410

1411

1412

1413

1414

1415

1416
	General Requirements

HVAC Equipment Performance Requirements

Controls

Air Economizers

Ducting Systems

Piping Systems

Completion Requirements
	X

X

X

X

X

X

X
	X

X

X

X

X

X

X
	X

X

X

X

X

X

X

	1420

1421

1422

1423

1424
	Simple Systems (Packaged Unitary Equipment)

System Type

Controls

Economizers

Separate Air Distribution Systems
	X

X

X

X

X
	
	

	1430

1431

1432

1433

1434

1435

1436

1437

1438

1439
	Complex Systems

System Type

Controls

Economizers

Separate Air Distribution Systems

Simultaneous Heating and Cooling

Heat Recovery

Electric Motor Efficiency

Variable Flow Systems

Exhaust Hoods
	
	X

X

X

X

X

X

X

X

X

X
	

	RS-29
	Systems Analysis
	
	
	X

	1440

1441

1442

1443
	Service Water Heating

Water Heater Installation

Shut Off Controls

Pipe Insulation
	X

X

X

X
	X

X

X

X
	X

X

X

X

	1450

1451

1452

1453

1454
	Heated Pools

General

Pool Water Heaters

Controls

Pool Covers
	X

X

X

X

X
	X

X

X

X

X
	X

X

X

X

X


1411 HVAC Equipment Performance Requirements

1411.1 General:  Equipment shall have a minimum performance at the specified rating conditions not less than

the values shown in Tables 14-1 through 14-3.  If a nationally recognized certification program exists for a product covered in Tables 14-1 through 14-3, and it includes provisions for verification and challenge of equipment efficiency ratings, then the product shall be listed in the certification program.

1411.2 Rating Conditions:  Cooling equipment shall be rated at ARI test conditions and procedures when available.  Where no applicable procedures exist, data shall be furnished by the equipment manufacturer.

If equipment is rated in accordance with an ARI Standard, it shall be rated at Standard (not “design”) ARI Rating Conditions.

1411.3 Combination Space and Service Water Heating:  For combination space and service water heaters with a principal function of providing space heat, the Combined Annual Efficiency (CAE) may be calculated by using ASHRAE Standard 124-1991.  Storage water heaters used in combination space heat and water heat applications shall have either an Energy Factor (EF) or a Combined Annual Efficiency (CAE) of not less than the following:

	
	Energy Factor (EF)
	Combined Annual Efficiency (CAE)

	< 50 gallon storage
	0.58
	0.71

	50 to 70 gallon storage
	0.57
	0.71

	> 70 gallon storage
	0.55
	0.70


1411.4 Packaged Electric Heating and Cooling Equipment:  Packaged electric equipment providing both heating and cooling with a total cooling capacity greater than 20,000 Btu/h shall be a heat pump.

EXCEPTION:  Unstaffed equipment shelters or cabinets used solely for personal wireless service facilities.

1411.5  Heating Systems in Unenclosed Spaces.  Where heating is provided to unenclosed spaces, only radiant heating systems shall be used unless otherwise approved by the building official.  An unenclosed space is one that is not substantially surrounded by solid surfaces such as walls, floors, roofs, and openable devices such as doors and operable windows.  Warehouses and repair garages are considered enclosed spaces.

1412 Controls

1412.1 Temperature Controls:  Each system shall be provided with at least one temperature control device.  Each zone shall be controlled by individual thermostatic controls responding to temperature within the zone.  At a minimum, each floor of a building shall be considered as a separate zone.

1412.2 Deadband Controls:  When used to control both comfort heating and cooling, zone thermostatic controls shall be capable of a deadband of at least 5°F within which the supply of heating and cooling energy to the zone is shut off or reduced to a minimum.

EXCEPTIONS:  1.  Special occupancy, special usage or code requirements where deadband controls are not appropriate.

2.  Buildings complying with Section 1141.4, if in the proposed building energy analysis, heating and cooling thermostat setpoints are set to the same temperature between 70°F and 75°F inclusive, and assumed to be constant throughout the year.

3.  Thermostats that require manual changeover between heating and cooling modes.

1412.3 Humidity Controls:  If a system is equipped with a means for adding moisture, a humidistat shall be provided.

1412.4  Setback and Shut-Off:  HVAC systems shall be equipped with automatic controls capable of accomplishing a reduction of energy use through control setback or equipment shutdown during periods of non-use or alternate use of the spaces served by the system.  The automatic controls shall have a minimum seven-day clock and be capable of being set for seven different day types per week.

EXCEPTIONS:  1.  Systems serving areas which require continuous operation at the same temperature setpoint.

2.  Equipment with full load demands of 2 kW (6,826 Btu/h) or less may be controlled by readily accessible manual off-hour controls.

1412.4.1 Dampers:  Outside air intakes, exhaust outlets and relief outlets serving conditioned spaces shall be equipped with motorized dampers which close automatically when the system is off or upon power failure.  Stair shaft and elevator shaft smoke relief openings shall be equipped with normally open dampers.  These dampers shall remain closed until activated by the fire alarm system or other approved smoke detection system.

EXCEPTIONS:  1.  Systems serving areas which require continuous operation.

2.  Combustion air intakes.

3.  Gravity (non-motorized) dampers are acceptable in buildings less than 3 stories in height.

1412.4.2 Optimum Start Controls:  Heating and cooling systems with design supply air capacities exceeding 10,000 cfm shall have optimum start controls.  Optimum start controls shall be designed to automatically adjust the start time of an HVAC system each day to bring the space to desired occupied temperature levels immediately before scheduled occupancy.  The control algorithm shall, as a minimum, be a function of the difference between space temperature and occupied setpoint and the amount of time prior to scheduled occupancy.

1412.5 Heat Pump Controls:  Unitary air cooled heat pumps shall include microprocessor controls that minimize supplemental heat usage during start-up, set-up, and defrost conditions.  These controls shall anticipate need for heat and use compression heating as the first stage of heat.  Controls shall indicate when supplemental heating is being used through visual means (e.g., LED indicators).


1412.6 Combustion Heating Equipment Controls:  Combustion heating equipment with a capacity over 225,000 Btu/h shall have modulating or staged combustion control.

EXCEPTIONS:  1.  Boilers.  2.  Radiant heaters.

1412.7 Balancing:  Each air supply outlet or air or water terminal device shall have a means for balancing, including but not limited to, dampers, temperature and pressure test connections and balancing valves.

1412.8  Enclosed Parking Garage Ventilation.  Garage ventilation fan systems with a total design capacity greater than 30,000 cfm shall have at least one of the following:

(a)  An automatic control that is capable of staging fans or modulating fan volume as required to maintain carbon monoxide (CO) concentration below a level of 50 ppm as stated in ASHRAE Standard 62.  This option only applies to garages used predominantly by gasoline powered vehicles.

(b)  An automatic control that is capable of shutting off fans or reducing fan volume during periods when the garage is not in use.  The system shall be equipped with at least one of the following:


(i)  An automatic timeclock that can start and stop the system under different schedules for seven different day-types per week, is capable of retaining programming and time setting during loss of power for a period of at least 10 h, and includes an accessible manual override that allows temporary operation of the system for up to 2 h.


(ii)  An occupant sensor.

1413 Air Economizers

1413.1 Operation:  Air economizers shall be of automatically modulating outside and return air dampers to provide 100% of the design supply air as outside air to reduce or eliminate the need for mechanical cooling.

1413.2 Control:  Air economizers shall be controlled by a control system capable of determining if outside air can meet part or all of the building’s cooling load.

1413.3 Integrated Operation – Building Heating Energy:  Air economizers shall be capable of providing partial cooling even when additional mechanical cooling is required to meet the remainder of the cooling load.  Controls shall not preclude the economizer operation when mechanical cooling is required simultaneously.

EXCEPTION:  Economizers on individual, direct expansion, cooling systems with capacities not greater than 75,000 Btu/h may include controls that limit simultaneous operation of the economizer and mechanical cooling for the purpose of preventing ice formation on cooling coils.


1414 Ducting Systems

1414.1 Sealing:  Duct work which is designed to operate at pressures above ½ inch water column static pressure shall be sealed in accordance with Standard RS-18.  Extent of sealing required is as follows:

1.  Static pressure:  ½ inch to 2 inches; seal transverse joints.

2.  Static pressure: 2 inches to 3 inches; seal all transverse joints and longitudinal seams.

3.  Static pressure:  Above 3 inches; seal all transverse joints, longitudinal seams and duct wall penetrations.


Duct tape and other pressure sensitive tape shall not be used as the primary sealant where ducts are designed to operate at static pressure of 1 inch W.C. or greater.

1414.2 Insulation:  Ducts and plenums that are constructed and function as part of the building envelope, by separating interior space from exterior space, shall meet all applicable requirements of Chapter 13.  These requirements include insulation installation, moisture control, air leakage, and building envelope insulation levels. ((Unheated equipment rooms with combustion air louvers shall be isolated from the conditioned space by insulating interior surfaces to a minimum of R 11 and any exterior envelope surfaces per

Chapter 13.))  Outside air ducts serving individual supply air units with less than 2,800 cfm of total supply air capacity shall be insulated to a minimum of R-7 and are not considered building envelope.  Other outside air duct runs

are considered building envelope until they,

1.  connect to the heating or cooling equipment, or

2.  are isolated from the exterior with an automatic shut-off damper complying with Section 1412.4.1.


Once outside air ducts meet the above listed requirements, any runs within conditioned space shall comply with Table 14-5 requirements.


Other ducts and plenums shall be thermally insulated per Table 14-5.

EXCEPTIONS:  1.  Within the HVAC equipment.

2.  Exhaust air ducts not subject to condensation.

3.  Exposed ductwork within a zone that serves that zone.

1415 Piping Systems

1415.1 Insulation:  Piping shall be thermally insulated in accordance with Table 14-6.

EXCEPTION:  Piping installed within unitary HVAC equipment.


Cold water pipes outside the conditioned space shall be insulated in accordance with the Washington State Plumbing Code (WAC 51-46).


1416 Completion Requirements

1416.1 Drawings:  Construction documents shall require that within 90 days after the date of system acceptance, record drawings of the actual installation be provided to the building owner.  Record drawings shall include as a minimum the location and performance data on each piece of equipment, general configuration of duct and pipe distribution system, including sizes, and the terminal air and water design flow rates.

1416.2 Manuals:  Construction documents shall require an operating manual and maintenance manual be provided to the building owner. The manual shall be in accordance with industry accepted standards and shall include, at a minimum, the following:

1.  Submittal data stating equipment size and selected options for each piece of equipment requiring maintenance.

2.  Operation and maintenance manuals for each piece of equipment requiring maintenance, except equipment not furnished as part of the project.  Required routine maintenance actions shall be clearly identified.

3.  Names and addresses of at least one service agency.

4.  HVAC controls system maintenance and calibration information, including wiring diagrams, schematics, and control sequence descriptions.  Desired or field determined set points shall be permanently recorded on control drawings at control devices, or, for digital control systems, in programming comments.

5.  A complete narrative of how each system is intended to operate including suggested set points.

1416.3 System Balancing

1416.3.1 General:  Construction documents shall require that all HVAC systems be balanced in accordance with generally accepted engineering standards.  Air and water flow rates shall be measured and adjusted to deliver final flow rates within 10% of design rates, except variable flow distribution systems need not be balanced upstream of the controlling device (for example, VAV box or control valve).  Construction documents shall require a written balance report be provided to the owner.

1416.3.2 Air System Balancing: Air systems shall be balanced in a manner to first minimize throttling losses then, for fans with system power of greater than 1 hp, fan speed shall be adjusted to meet design flow conditions.

1416.3.3 Hydronic System Balancing: Hydronic systems shall be proportionately balanced in a manner to first minimize throttling losses, then the pump impeller shall be trimmed or pump speed shall be adjusted to meet design flow conditions. Each hydronic system shall have either the ability to measure pressure across the pump, or test ports at each side of each pump.

EXCEPTIONS:  1.  Pumps with pump motors of 10 hp or less.

2.  When throttling results in no greater than 5% of the nameplate horsepower draw above that required if the impeller were trimmed.


1416.4 Systems Commissioning 

1416.4.1 Simple Systems:  For simple systems, as defined in Section 1421, and for warehouses and semi-heated spaces, HVAC control systems shall be tested to ensure that control devices, components, equipment and systems are calibrated, adjusted and operate in accordance with approved plans and specifications. Sequences of operation shall be functionally tested to ensure they operate in accordance with approved plans and specifications. A complete report of test procedures and results shall be prepared and filed with the owner. Drawing notes shall require commissioning in accordance with this paragraph.

1416.4.2 Other Systems:  All other HVAC control systems, and other automatically controlled systems for which energy consumption, performance, or mode of operation are regulated by this code, shall be tested to ensure that control devices, equipment and systems are calibrated, adjusted and operate in accord with approved plans and specifications. Sequences of operation shall be functionally tested to ensure they operate in accord with approved plans and specifications.

1416.4.2.1 Documentation:  Drawing notes shall require commissioning in accordance with this section. Drawing notes may refer to specifications for further commissioning requirements. Plans and specifications shall require tests mandated by this section be performed and the results recorded. Plans and specifications shall require preparation of preliminary and final reports of test procedures and results as described in Section 1416.4.2.2.  Plans and specifications shall identify the following for each test:

1.  Equipment and systems to be tested, including the extent of sampling tests,

2.  Functions to be tested (for example, calibration, economizer control, etc.),

3.  Conditions under which the test shall be performed (for example, winter design conditions, full outside air, etc.),

4.  Measurable criteria for acceptable performance.

1416.4.2.2 Commissioning Reports
1416.4.2.2.1 Preliminary Commissioning Report:  A preliminary commissioning report of test procedures and results shall be prepared. The preliminary report shall identify: 

1.  Deficiencies found during testing required by this section which have not been corrected at the time of report preparation and the anticipated date of correction.

2.  Deferred tests which cannot be performed at the time of report preparation due to climatic conditions. 

3.  Climatic conditions required for performance of the deferred tests, and the anticipated date of each deferred test.

1416.4.2.2.2 Final Commissioning Report:  A complete report of test procedures and results shall be prepared and filed with the owner.

1416.4.2.3 Acceptance:  Buildings or portions thereof, required by this code to comply with this section, shall not be issued a final certificate of occupancy until such time that the building official determines that the preliminary commissioning report required by this section has been completed.

SECTION 1420 — SIMPLE SYSTEMS

(Packaged Unitary Equipment)

1421 System Type:  To qualify as a simple system, systems shall be one of the following:

a.  Air cooled, constant volume packaged equipment, which provide heating, cooling or both, and require only external connection to duct work and energy services with cooling capacity of 135,000 Btu/h or less.

b.  Air cooled, constant volume split systems, which provide heating, cooling or both, with cooling capacity of 84,000 Btu/h or less.

c.  Heating only systems which have a capacity of less than 5,000 cfm or which have a minimum outside air supply of less than 70% of the total air circulation.


All other systems shall comply with Sections 1430 through 1439.

1421.1  System Sizing Limits:  Installed space heating equipment output shall not exceed 30 Btu per square foot of gross conditioned floor area and installed space cooling equipment output shall not exceed 30 Btu per square foot of gross conditioned floor area.

EXCEPTIONS:  1.  For equipment which provides both heating and cooling in one package unit, compliance need only be demonstrated for either the space heating or space cooling system size.

2.  Equipment sized in accordance with Section 1431.2.
1422 Controls:  In addition to the control requirements in Section 1412, where separate heating and cooling equipment serve the same temperature zone, thermostats shall be interlocked to prevent simultaneous heating and cooling.  Systems which provide heating and cooling simultaneously to a zone are prohibited.

1423 Economizers:  Economizers meeting the requirements of Section 1413 shall be installed on single package unitary fan-cooling units having a supply capacity of greater than 1,900 cfm or a total cooling capacity greater than 54,000 Btu/h.


The total capacity of all units without economizers shall not exceed 240,000 Btu/h per building, or 10% of its aggregate cooling (economizer) capacity, whichever is 

greater.  That portion of the equipment serving Group R occupancy is not included in determining the total capacity of all units without economizers in a building.

1424 Separate Air Distribution Systems:  Zones with special process temperature requirements and/or humidity requirements shall be served by separate air distribution systems from those serving zones requiring only comfort conditions.


SECTION 1430 — COMPLEX SYSTEMS

1431 System Type:  All systems not qualifying for Sections 1420 through 1424 (Simple Systems), including field fabricated and constructed of system components, 

shall comply with Sections 1430 through 1439.  Simple systems may also comply with Sections 1430 through 1439.

1431.1 Field-Assembled Equipment and Components:  Field-assembled equipment and components from more than one manufacturer shall show compliance with this section and Section 1411 through calculations of total on-site energy input and output.  The combined component efficiencies as measured per Section 1411.2, shall be in compliance with the requirements of Section 1411.1.


Total on-site energy input to the equipment shall be determined by combining the energy inputs to all components, elements and accessories such as compressors, internal circulating pumps, purge devices, viscosity control heaters and controls.

1431.2  System Sizing Limits:  Heating and cooling design loads for the purpose of sizing systems shall be determined in accordance with one of the procedures described in Chapter 28 of Standard RS-27 listed in Chapter 17 or an equivalent computation procedure.  For interior temperatures, 70°F shall be used for heating and 75°F for cooling.  For exterior temperatures, 24°F shall be used for heating and 82°F drybulb and 66°F wetbulb for cooling.

Building mechanical systems for all buildings which provide space heating and/or space cooling shall be sized no greater than 150% of the design load as calculated above.  No additional safety factor is allowed.
EXCEPTIONS:  The following limited exemptions from the sizing limit shall be allowed, however, in all cases heating and/or cooling design load calculations shall be submitted.

1.  For a single piece of equipment which has both heating and cooling capability, only one function, either the heating or the cooling, need meet the requirements of this section.  Capacity for the other function shall be, within available equipment options, the smallest size necessary to meet the load.

2.  (Reserved.)

3.  Stand-by equipment may be installed if controls and devices are provided which allow redundant equipment to operate automatically only when the primary equipment is not operating.

4.  Multiple units of the same equipment type, such as multiple chillers and boilers, with combined capacities exceeding the design load may be specified to operate concurrently only if controls are provided that sequence or otherwise optimally control the operation of each unit based on load.

1432 Controls

1432.1 Setback and Shut-Off:  Systems that serve zones with different uses, as defined in Table 15-1,

1.  shall be served by separate systems, or

2.  shall include isolation devices and controls to shut-off or set back the supply of heating and cooling to each zone independently.

EXCEPTION:  Isolation or separate systems are not required for zones expected to operate continuously or expected to be inoperative only when all other zones are inoperative.

1432.2 Systems Temperature Reset Controls

1432.2.1 Air Systems for Multiple Zones:  Systems supplying heated or cooled air to multiple zones shall include controls which automatically reset supply air temperatures by representative building loads or by outside air temperature.  Temperature shall be reset by at least 25% of the design supply-air-to-room-air temperature difference.

EXCEPTION:  Where specified humidity levels are required to satisfy process needs, such as computer rooms or museums.
1432.2.2 Hydronic Systems:  Systems with a design capacity of 600,000 Btu/h or greater supplying heated or mechanically refrigerated water to comfort conditioning systems shall include controls which automatically reset supply water temperatures by representative building loads (including return water temperature) or by outside air temperature.  Temperature shall be reset by at least 25% of the design supply-to-return water temperature differences.

EXCEPTION:  Hydronic systems that use variable flow devices complying with Section 1438 to reduce pumping energy.

1433 Economizers: Economizers meeting the requirements of Section 1413 shall be installed on the following systems:

a.  Single package unitary fan-cooling units with a supply capacity of greater than 1,900 cfm or a total cooling capacity greater than 54,000 Btu/h.

b.  Other individual fan-cooling units with a supply capacity of greater than 2,800 cfm or a total cooling capacity greater than 84,000 Btu/h.


The total capacity of all units without economizers shall not exceed 240,000 Btu/h per building, or 10% of its aggregate cooling (economizer) capacity, whichever is

greater.  That portion of the equipment serving Group R occupancy is not included in determining the total capacity of all units without economizers in a building.
EXCEPTIONS:  1.  Systems with air or evaporatively cooled condensers and that either one of the following can be demonstrated to the satisfaction of the enforcing agency:

a. Special outside air filtration and treatment, for the reduction and treatment of unusual outdoor contaminants, makes an air economizer infeasible.

b.
The use of outdoor air cooling affects the operation of other systems (such as humidification, dehumidification, and supermarket refrigeration systems) so as to increase the overall building energy consumption.

2.  Systems for which at least 75% of the annual energy used for mechanical cooling is provided from site-recovery or site-solar energy source.

3.  A water economizer system, which is capable of cooling supply air by indirect evaporation.  Such a system shall be designed and capable of being controlled to provide 100% of the expected system cooling load at outside air temperatures of 50°F dry-bulb / 45°F wet-bulb and below.  For this calculation, all factors including solar and internal load shall be the same as those used for peak load calculations, except for the outside air temperatures.

1434 Separate Air Distribution Systems:  Zones with special process temperature requirements and/or humidity requirements shall be served by separate air distribution systems from those serving zones requiring only comfort conditions; or shall include supplementary control provisions so that the primary systems may be specifically controlled for comfort purposes only.

EXCEPTION:  Zones requiring only comfort heating or comfort cooling that are served by a system primarily used for process temperature and humidity control provided that:

1. The total supply air to those comfort zones is no more that 25% of the total system supply air, or

2. The total conditioned floor area of the zones is less than 1,000 square feet.

1435 Simultaneous Heating and Cooling: Systems which provide heating and cooling simultaneously to a zone are prohibited.  Zone thermostatic and humidistatic controls shall be capable of operating in sequence the supply of heating and cooling energy to the zone. Such controls shall prevent: 

a.  Reheating for temperature control.

b.  Recooling for temperature control.

c.  Mixing or simultaneous supply of air that has been previously mechanically heated and air that has been previously cooled, either by economizer systems or by mechanical refrigeration.

d.  Other simultaneous operation of heating and cooling systems to the same zone.

e.  Reheating for humidity control.

EXCEPTIONS:  1.  Zones for which the volume of air that is reheated, recooled, or mixed is no greater than the larger of the following:

  a.  The volume of air required to meet the ventilation requirements of the ((Washington State Ventilation and Indoor Air Quality Code)) Seattle Mechanical Code for the zone.

  b.  0.4 cfm/ft2 of the zone conditioned floor area, provided that the temperature of the primary system air is, by design or through reset controls, 0-12(F below the design space heating temperature when outside air temperatures are below 60(F for reheat systems and the cold deck of mixing systems and 0‑12(F above design space temperature when outside air temperatures are above 60(F for recooling systems and the hot deck of mixing systems.  For multiple zone systems, each zone need not comply with this exception provided the average of all zones served by the system that have both heating and cooling ability comply.

  c.  300cfm.  This exception is for zones whose peak flow rate totals no more than 10% of the total fan system flow rate.  

  d.  Any higher rate that can be demonstrated, to the satisfaction of the building official, to reduce overall system annual energy usage by offsetting reheat/recool energy losses through a reduction in outdoor air intake in accordance with the multiple space requirements defined in ASHRAE Standard 62.

2.  Zones where special pressurization relationships, cross-contamination requirements, or code-required minimum circulation rates are such that variable air volume systems are impractical.

3.  Zones where at least 75% of the energy for reheating or for providing warm air in mixing systems is provided from a site-recovered (including condenser heat) or site solar energy source.

4.  Zones where specific humidity levels are required to satisfy process needs, such as computer rooms, museums, surgical suites, and buildings with refrigerating systems, such as supermarkets, refrigerated warehoused and ice arenas.


1436 Heat Recovery:  Fan systems which have both a capacity of 5,000 cfm or greater and which have a minimum outside air supply of 70% or greater of the total air circulation shall have a heat recovery system with at least 50% recovery effectiveness.  Fifty percent heat recovery effectiveness shall mean an increase in the outside air supply temperature at design heating conditions of one half the difference between the outdoor design air temperature and 65°F.  Provisions shall be made to bypass or control the heat recovery system to permit air economizer operation as required by Section 1433.  Heat recovery energy may be provided from any site-recovered or site-solar source.

EXCEPTIONS:  1.  .Laboratory systems equipped with both variable air volume supply and variable air volume or two-speed exhaust fume hoods provided that an instruction label is placed on the face of the hood that provides the information in Exhibit 14-1.

Exhibit 14-1

INSTRUCTIONS TO OPERATOR

To be in compliance with the Seattle Energy Code, this fume hood is designed to operate as variable air volume (VAV) by adjusting the sash or controller.  Maintain sash in the minimum position during use and close totally when the fume hood is not in use.

2.  Systems serving spaces heated to less than 60°F.

3.  Systems which can be shown to use as much energy with the addition of heat recovery equipment as without it.

4.  Systems exhausting toxic, flammable, paint exhaust or corrosive fumes making the installation of heat recovery equipment impractical.

5.  Type I commercial kitchen hoods.

1437 Electric Motor Efficiency:  Design A & B squirrel-cage. T-frame induction permanently wired polyphase motors of 1 hp or more having synchronous speeds of 3,600, 1,800 and 1,200 rpm shall have a nominal full-load motor efficiency no less than the corresponding values for energy efficient motors provided in Table 14-4.

EXCEPTIONS:  1.  Motors used in systems designed to use more than one speed of a multi-speed motor.

2.  Motors used as a component of the equipment meeting the minimum equipment efficiency requirements of Section 1411 and Tables 14-1 and 14-2 provided that the motor input is included when determining the equipment efficiency.

3.  Motors that are an integral part of specialized process equipment.

4.  Where the motor is integral to a listed piece of equipment for which no complying motor has been approved.

1438 Variable Flow Systems and System Criteria:  For fans and pumps greater than 10 hp, where the application involves variable flow, there shall be

1.  variable speed drives or ((variable flow devices installed.  Acceptable variable flow devices include variable inlet vanes, variable blade pitch and variable fan geometry. T))

2.  other controls and devices that will result in fan and pump motor demand of no more than 30% of design wattage at 50% of design air volume for fans when static pressure set point equals 1/3 the total design static pressure, and 50% of design water flow for pumps, based on manufacturer’s certified test data.

At the time this code was adopted, very few technologies could be shown to meet the criteria in option 2.

Variable inlet vanes, throttling valves (dampers), scroll dampers or bypass circuits shall not be allowed.

1438.1  Cooling Towers:  All cooling towers with a total fan motor horsepower greater than 10 hp shall be equipped with a pony motor of a rated hp no greater than 1/3 of the hp of the primary motor or with a two-speed motor.  The cooling tower control shall provide two-stage operation of fans and shall bring on the pony motor to operate without the primary motor or for a two-speed motor run at the lower speed when possible while meeting the condenser water return setpoint.

EXCEPTION:  Cooling towers with variable frequency drive.


1439 Exhaust Hoods

1439.1 Kitchen Hoods.  Individual kitchen exhaust hoods larger than 5000 cfm shall be provided with make-up air sized so that at least 50% of exhaust air volume be (a) unheated or heated to no more than 60°F and (b) uncooled or cooled without the use of mechanical cooling.

EXCEPTIONS:  1.  Where hoods are used to exhaust ventilation air which would otherwise exfiltrate or be exhausted by other fan systems.

2.  Certified grease extractor hoods that require a face velocity no greater than 60 fpm.

1439.2 Fume Hoods:  Each fume hood in buildings with fume hood systems having a total exhaust rate greater than 15,000 cfm shall include at least one of the following features:

a.  Variable air volume hood exhaust and room supply systems capable of reducing exhaust and make-up air volume to 50% or less of design values.

b.  Direct make-up (auxiliary) air supply equal to at least 75% of the exhaust rate, heated no warmer than 2°F below room set point, cooled to no cooler than 3°F above room set point, no humidification added, and no simultaneous heating and cooling used for dehumidification control.

c.  Heat recovery systems to precondition make-up air in accordance with Section 1436, without using any exception.

d.  Constant volume fume hood designed and installed to operate at less than 50 fpm face velocity.

SECTION 1440 — SERVICE WATER HEATING

1441 Water Heater Installation:  Electric water heaters in unconditioned spaces or on concrete floors shall be placed on an incompressible, insulated surface with a minimum thermal resistance of R-10.

1442 Shut-Off Controls:  Systems designed to maintain usage temperatures in hot water pipes, such as circulating hot water systems or heat traced pipes shall be equipped with automatic time switches or other controls to turn off the system during periods of non-use.

1443 Pipe Insulation:  Piping shall be thermally insulated in accordance with Section 1415.1.

SECTION 1450 — HEATED POOLS

1451 General:  The requirements in this section apply to “general and limited use pools” as defined in the Washington Water Recreation Facilities Regulations (WAC 246-260).

1452 ((Reserved)) Pool Water Heaters:  Pool water heaters using electric resistance heating as the primary source of heat are prohibited for pools over 2,000 gallons.

1453 Controls:  All pool heaters shall be equipped with a readily accessible ON/OFF switch to allow shutting off the operation of the heater without adjusting the thermostat setting.  Controls shall be provided to allow the water temperature to be regulated from the maximum design temperature down to 65°F.

1454 Pool Covers:  Heated pools shall be equipped with a vapor retardant pool cover on or at the water surface.  Pools heated to more than 90°F shall have a pool cover with a minimum insulation value of R-12.

TABLE 14-1

Standard Rating Conditions and Minimum Performance

for Air Cooled Unitary Air-Conditioners, Heat Pumps,

Packaged Terminal Air-Conditioners, Warm Air Furnaces, Duct Furnaces and Unit Heaters








































































1.
For units that have a heating section, deduct 0.2 from all required EER's and IPLV's.

2.
For multi-capacity equipment the minimum performance shall apply to each step provided multi-capacity refers to manufacturer published rating for more than one capacity mode allowed by the product's controls.

3.
Capacity (Cap) means the rated cooling capacity of the product in Btu/h in accordance with the cited ARI standard. If the unit's capacity is less than 7,000 Btu/h, use 7,000 Btu/h in the calculation. If the unit's capacity is greater than 15,000 Btu/h, use 15,000 Btu/h in the calculation.

4.
These values apply to non-NAECA equipment.  See referenced standard for definition of thermal efficiency (Et), (100% - flue losses).

5.
To be consistent with National Appliance Energy Conservation Act (NAECA) of 1987 (Public Law 100-12). These values apply to furnace and combination units covered by NAECA.

6.
Minimum and maximum ratings as provided for and allowed by the unit's controls.

1513.7 Commissioning Requirements:  For lighting controls which include daylight or occupant sensing automatic controls, automatic shut-off controls, occupancy sensors, or automatic time switches, the lighting controls shall be tested to ensure that control devices, components, equipment and systems are calibrated, adjusted and operate in accordance with approved plans and specifications.  Sequences of operation shall be functionally tested to ensure they operate in accordance with approved plans and specifications.  A complete report of test procedures and results shall be prepared and filed with the owner.  Drawing notes shall require commissioning in accordance with this paragraph.

SECTION 1520 — PRESCRIPTIVE LIGHTING OPTION

1521 Prescriptive Interior Lighting Requirements:  Spaces for which the Unit Lighting Power Allowance in Table 15-1 is 0.80 W/ft2 or greater may use unlimited numbers of lighting fixtures and lighting energy, provided 

that the installed lighting fixtures comply with all four of the following criteria:

a.  one- or two-lamp (bur not three- or more lamp);

b.  non-lensed, fluorescent fixtures;

c.  fitted with type T-1, T-2, T-4, T-5, T-6, T-8 or compact fluorescent lamps from 5 to 50 watts (but not T-10 or T-12 lamps); and

d.  electronic ballasts (electronic ballasts that screw into medium base sockets do not comply with this section).

EXCEPTIONS:  1.  Up to a total of 5% of installed lighting fixtures need not be ballasted and may use any type of lamp.

2.  Clear safety lenses are allowed in food prep and serving areas and patient care areas in otherwise compliant fixtures.

3.  Exit lights are not included in the count of fixtures provided that they do not exceed 5 watts per fixture and are light emitting diode (LED) type or T-1 fluorescent type only.  (See the Uniform Fire Code for face illumination footcandle requirements and other requirements.)

1522 Prescriptive Exterior Lighting Requirements:  See Section 1532.


SECTION 1530 — LIGHTING POWER ALLOWANCE OPTION


The installed lighting wattage shall not exceed the lighting power allowance. Lighting wattage includes lamp and ballast wattage. Wattage for fluorescent lamps and ballasts shall be tested per ANSI Standard C82.2-1984. 


The wattage used for any unballasted fixture shall be the maximum UL listed wattage for that fixture regardless of the lamp installed. The wattage used for track lighting shall be:

a.  for line voltage track, 50 watts per lineal foot of track or actual luminare wattage, whichever is greater.

b.  for low voltage track (less than 30 volts), 25 watts per lineal foot of track or the VA rating of the transformer, whichever is greater.


No credit towards compliance with the lighting power allowances shall be given for the use of any controls, automatic or otherwise.


Exit lights that are 5 watts or less per fixture shall not be included in the lighting power allowance calculations.  Other exit lights shall be included in the lighting power allowance calculations.

1531 Interior Lighting Power Allowance:  The interior lighting power allowance shall be calculated by multiplying the gross interior floor area, in square feet, by the appropriate unit lighting power allowance, in watts per square foot, for the use as specified in Table 15-1. Accessory uses, including corridors, lobbies and toilet facilities shall be included with the primary use.


The lighting power allowance for each use shall be separately calculated and summed to obtain the interior lighting power allowance. 


In cases where a lighting plan for only a portion of a building is submitted, the interior lighting power 

allowance shall be based on the gross interior floor area 

covered by the plan. Plans submitted for common areas only, including corridors, lobbies and toilet facilities shall use the lighting power allowance for common areas in Table 15-1.


When insufficient information is known about the specific use of the space, the allowance shall be based on the apparent intended use of the space.

1532 Exterior Lighting Power Allowance:  The exterior lighting power allowance shall be the sum of the calculated allowances for parking, outdoor areas and building exteriors.  The lighting allowance for covered parking, open 

parking and outdoor areas that are illuminated shall be 0.20 

W/ft2.  The lighting allowance for building exteriors shall be calculated either by multiplying the building facade area by 0.25 W/ft2 or multiplying the building perimeter in feet by 7.5 watts per lineal foot. 

EXCEPTIONS:  1.  Group U occupancy accessory to Group R-3 occupancy.

2.  For covered parking, 0.30 W/ft2 may be used for the lighting provided that the ceilings and walls are painted or stained with a reflectance value of 0.70 or higher.

	TABLE 15-1

Unit Lighting Power Allowance (LPA)
	



LPA2
	 (W/ft2)
	

	Painting, welding, carpentry, machine shops
	2.30



	
	

	Barber shops, beauty shops
	2.00

	Hotel banquet/conference/exhibition hall3,4
	2.00

	Laboratories
	2.00



	
	

	Aircraft repair hangars
	1.50

	Cafeterias, fast food establishments5
	1.50

	Factories, workshops, handling areas
	1.50

	Gas stations, auto repair shops6
	1.50

	Institutions
	1.50

	Libraries5
	1.50

	Nursing homes and hotel/motel guest rooms
	1.50

	Retail10, retail banking
	1.50

	Wholesale stores (pallet rack shelving)
	1.50



	
	

	Mall concourses
	1.40



	
	

	School buildings (Group E occupancy only, school classrooms, day care centers
	1.35



	
	

	Laundries
	1.30



	
	

	Office buildings, office/administrative areas in facilities of other use types (including but not limited to schools, hospitals, institutions, museums, banks, churches)5,7,11
	1.20

	Police and fire stations8
	1.20



	
	

	Atria (atriums)
	1.00

	Assembly spaces9, auditoriums, gymnasia9, theaters
	1.00

	Group R-1 common areas
	1.00

	Process plants
	1.00

	Restaurants/bars5
	1.00



	
	

	Locker and/or shower facilities
	0.80



	
	

	Warehouses11, storage areas
	0.50



	
	

	Aircraft storage hangars
	0.40



	
	

	Parking garages
	See Section 1532



	
	

	Plans Submitted for Common Areas Only7
	

	Main floor building lobbies3 (except mall concourses)
	1.20

	Common areas, corridors, toilet facilities and washrooms, elevator lobbies
	0.80
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